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: PRACT I CE PRACT | CE |
5 CODE |STD :SPC’s DETAIL DESCRIPTION CODE |STD :SPC’s DETAIL DESCR/IPT0ON

j :SECTION :SECT/ON |
| BRUSH THIS ITEM CONSISTS OF INTERMINGLED BRUSH, LOGS, ETC. SO AS GRAVEL USED FOR INLET PROTECTION WHERE HEAVY CONCENTRATED FLOWS |
= G IR NP b T R e o A e e e R Ry A AL L |
| R T : PROTECT | ON s 1. |
| i gZEnggﬁégRP;gggé?SBENugggA?TAggisrﬁgEgE gééé/gegzgsR/GHT CONSTRUCT I ON A GUIDE FOR USE WILL BE FOR AN INLET RECEIVING A Q=3-5 cfs. |
| : R DETAIL D42 .
: CONSTRUCT | ON | OF WAY OR EASEMENT IS AVA/LABLE (/0 FEET OR MORE). THE SPECIFICATIONS :
i d1-Bb DETAIL BARRIER SHOULD RUN ROUGHLY PERPENDICULAR TO THE FLOW SECTION 163 |
| OF WATER WHERE THIS DOES NOT CONFLICT WITH RIGHT OF WAY ;
: LINE CODE OR EASEMENT LIMITS. THEY WILL NOT BE PLACED IN WETLANDS. LINE CODE |
| PAYMENT FOR THIS ITEM 1S INCLUDED IN THE CLEARING AND |
; GRUBBING COST. NO SEPERATE PAYMENT SHALL BE MADE. |
: * Kk KE@DK * * ;
i SEDIMENT A BARRIER OF BALED STRAW S USED TO PREVENT SEDIMENT FROM SEDIMENT A BASIN EXCAVATED OR AN AREA THAT |S DAMMED. THE BASIN IS i
' I g A L N S Bk Per AChEoF SRAINAGE iaeh. ° 1% 1S Gek Ao ol wace ||
: NG TH . [
| . | FILLS LESS THAN 10 FEET HIGH. THE BALES SHOULD RUN PARALLEL AREAS OF 3 TO 5 ACRES OR WHERE A ROADWAY CUTS OR FILLS

| CONSTRUCTION| === TO THE SILT YIELDING AREA UNTIL THE TOP OF THE BALE IS 6 CONSTRUCT | ON gXCEEDSRéAO?gRGEgE;HA% gEﬁgggé éégé,iEDé%§QTD§£i%70L5FgﬁED

. DETAIL INCHES LOWER THAN THE GROUND ELEVATION OF THE BEGINNING DETAIL N AN A l
: SECTION 163 BALE. THEY SHOULD THEN TURN INTO THE FILL WITH A LOW POINT SECTION 163 gég%/vg% éisgﬁg%ﬁggkolsgugg/&c%gTB%cl;xrA% vXégEgg o :
| FOR THE WATER TO DRAIN OVER THE BALE. I[N DITCHES, BALED |
| LINE CODE STRAW_SHOULD BE PERPENDICULAR TO THE FLOW, USED FOR SLOPES LINE CODE CLEAN OUT VIA A ROUTE WITH 3:/ SLOPES OR LESS. |
| e e o ol V5 ) 190, St hG.  BALED STRAW SHALL Bt SEDIMENT BASINS SHOULD ALSO BE CONS/DERED WHERE ;
i —§5— 55— 5=~ §—— S —S— ' HIGH FILLS OVER 30 FEET DRAIN TO ONE LOCAT/ON. |
: BAFFLE BOX .. USED FOR INLETS RECEIVING RUNOFF WITH A HIGHER VOLUME OR S/ILT CONTROL A SILT CONTROL GATE IS A STRUCTURE PLACED ON A PIPE, SMALL |
| INLET SEDIMENT P : VELOCITY. A GUIDE FOR USE WILL BE FOR AN INLET RECEIVING A GATES Aﬁ_ﬁ_ﬁk BOX CULVERT, OR DROP INLET TO FORM A BASIN TO CATCH S/LT

B TRAP am— Q=7cfs. VAR AND PREVENT |IT FROM LEAVING THE CONSTRUCTION SITE. IT IS |
l CONSTRUCT | ON P | EFFECTIVE ON SMALL DRAINAGE AREAS ONLY. DO NOT USE IN |
| DETAIL D42 CONSTRUCT | ON = 2 STATE WATERS. 1
| SPECIFICATIONS DETAIL D-20 FRONT V IEW o |
1 SECTION 163 SECTION 163 Sg-1/=TYPE |: USED ON BOX CULVERTS

I Sg-2=TYPE 2: USED ON STRAIGHT HEADWALLS .
: LINE CODE LINE CODE Sg-3=TYPE 3: USED ON FLARED END SECTIONS AND TAPERED :
i HEADWALLS i
i BLOCK & GRAVEL Usgo FggE/gLET PROTECTION WHERE HEAVY FLOWS ARE EXPECTED STREAM SRTﬁﬂ?@ﬁAﬁéUﬁgéDﬁﬁoﬁRpiéiggséﬁugE%??REQ?TSﬁTégﬁ/ﬁMgﬁﬁfAM i
. ROP INLET AND WH VERFLOW CAPACITY |S NECESSARY TO PREVENT | IN . .
: gRgTECT%ON — \ | EXCESSIVE PONDING AROUND THE STRUCTURE. CAN BE USED AT CROSSING THIS AREA MUST BE COMPLETELY STABILIZED. THIS ITEM MUST BE

i CONSTRUCTION | . o~ CULVERT INLETS. A GUIDE FOR USE WILL BE FOR AN INLET DESIGNED ACCORDING TO CHAPTER 6 OF THE MANUAL FOR EROS/ON

. DETAIL D42 |M=TEN=I5 RECEIVING A Q=5-7 cfs. CONTROL IN GEORGIA ;
: SPECIFICATIONS -t 1
: Sd2-Bg| _SECTION 163 (::::) SECTION 161 ]
5 LINE CODE LINE CODE |
| Sd2-Bg (s1)

: FOR CONTRACTOR’S USE ONLY |
| INLET (a) A SEDIMENT BARRIER CONSISTING OF A PREFABRICATED FRAME |
| SED | MENT WITH FILTER FABRIC USED AROUND A DROP INLET OR CATCH BASIN |
: AP —~ (b) A SEDIMENT BARRIER CONSISTING OF A PERFORATED METAL NOTE : |
| CONSTRUCT 10N (:)JOR . g£¢gg géggNWlTH FILTER FABRIC USED AROUND A DROP INLET OR /. ggRgg; gﬁE/§R35§?ﬁAfoﬁ£EQLBEZE$SHfgHArﬁbEW’”G |
i o N 2 . . :
i srazrontlss ra) 5 rc) | (¢) TYPE C SILT FENCE WITH SUPPORTING FRAME CAN BE USED AS o FOR ADDITIONAL INFORMATION ON THE DESIGN |
i AN ALTERNATE TO INLET SEDIMENT TRAP FOR AREAS WITH AND APPLICATION OF EROSION CONTROL MEASURES |
; | INE CODE SLOPES < 54 SEE THE GEORGIA SOIL AND WATER CONSERVATION 515wl DEPARTMENT OF TRANSPORTATION |
i THIS ITEM IS USED TO PREVENT SILT FROM ENTERING THE PIPE gg%%ggf’9x-65ggg7ﬁé FOR EROSION AND SEDIMENT z|x|® STATE OF GEORGIA g
. SYSTEM. SHALL NOT APPLY TO INLETS RECIEVING CONCENTRATED . |
| ‘ FLOWS. RECOMMENDED FOR INLET RECEIVING FLOWS THAT RANGE |
i FROM A-0=4 cfs. EROSION CONTROL LEGEND |




